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1   INTRODUCTION 

The Osceola County Expressway Authority (OCX) completed a Project Development & 

Environment (PD&E) Study in 2017 for a new expressway connection between SR 417 near 

Boggy Creek Road in Orange County and Cyrils Drive in Osceola County. As part of the 2017 

PD&E Study, a traffic noise study was performed. The results and recommendations were 

summarized in a Noise Study Report (NSR) dated May 2017. Due to design changes, the 

Central Florida Expressway Authority (CFX) re-evaluated the project in 2019, culminating in a 

Project Environmental Impact Report (PEIR) Re-Evaluation, which was approved in December 

2019. A subsequent traffic noise study was performed, and a Noise Study Report Addendum 

was developed to reflect the proposed design changes since the 2017 NSR.  

This Design Noise Study Report (DNSR) summarizes the methodology, results, and final 

recommendations for the traffic noise study performed in relation to the final design and pre-

construction activities. The 2017 PD&E NSR and 2019 NSRA are available under separate 

cover. 

1.1 PROJECT HISTORY AND BACKGROUND 

For 20 years, SR 534 has been part of various regional planning efforts since it was formally 

added to Osceola County’s Comprehensive Plan in 2005. Since then, the project has been 

analyzed and evaluated through several studies from various agencies and entities.  

Below is a comprehensive timeline of the project: 

• 2005: Osceola County includes SR 534 in its Comprehensive Plan 

In 2005, Osceola County was already experiencing significant population growth, and 

future projections indicated this trend would continue. Including the Osceola Parkway 

Extension (SR 534) in the comprehensive plan was a proactive measure to identify and 

reserve a corridor for a future east-west transportation route, ensuring that future growth 

would have adequate transportation access. 

• 2012: Osceola County, OCX & Florida’s Turnpike Enterprise (FTE) Conduct Studies 

Osceola County, OCX and FTE conducted multiple studies in 2012 that included a 

preliminary feasibility study for Osceola Parkway Extension and a PD&E 
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study. These studies concluded that the Osceola Parkway Extension (SR 534) would 

provide one solution to enhance mobility for the area’s fast-growing population and 

economy. 

• 2013: East Central Florida Corridors Task Force Formed by Governor's Executive Order 

A Task Force consisting of 13 members representing public, private, and civic 

organizations, was created and charged with evaluating and developing consensus 

recommendations for future transportation corridors in East Central Florida deemed critical 

to the state’s economic competitiveness and quality of life over the next 50 years. 2014: 

CFX Established by the Florida Legislature 

CFX was established in 2014 with an expanded mandate to build and maintain a regional 

transportation network that connects Lake, Orange, Osceola, and Seminole counties. 

Brevard County was added by statute in 2017. When the Florida State Legislature created 

CFX, it was required to incorporate unbuilt expressway projects located within Osceola 

County into the CFX 2040 Master Plan. 

• 2016: CFX Incorporates OCX’s Master Plan into its Master Plan 

In 2016, CFX incorporated the OCX master plan segments into the CFX Master Plan, a 

significant step in regional transportation planning and integration. Incorporation into the 

CFX Master Plan positioned CFX to lead the development, funding, construction, and 

operation of these planned expressway segments, ensuring the transportation routes 

needed to serve this growing population. 

• 2017: OCX Completed the Osceola Parkway Extension PD&E Study and Approved 

Project Environmental Impact Report (PEIR) 

In 2017, OCX completed the Osceola Parkway Extension PD&E Study and approved  the 

project’s PEIR. These steps ensured that the project adhered to legal and regulatory 

frameworks, which are essential for obtaining the necessary permits and approvals to 

proceed with design and construction. 

By completing these studies, OCX helped determine the proposed corridor’s social, 

economic, natural, and physical environmental effects and defined the most viable and 

least impactful alternative for Osceola Parkway Extension (SR 534). A comprehensive 

analysis of the potential noise impacts and abatement consideration was conducted, and a 
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Noise Study Report (NSR) was finalized on May 11, 2017. 

Date of Public Knowledge 

The PEIR approval date (May 12, 2017) is considered the Date of Public Knowledge (DPK). 

During a project’s final design phase, reviews are performed to identify any land uses that 

may have been permitted between the time the PD&E noise study is finalized and prior to 

the project's DPK. Development will be deemed to be permitted if the local agency with 

jurisdiction has granted a building permit for an individual structure associated with a noise 

sensitive land use, such as residential, school, place of worship, medical facility, or 

institutional, prior to the project’s DPK. Noise impact analysis and abatement consideration 

are not conducted for development that is permitted or constructed after the project’s DPK. 

• 2018: CFX Completes Concept, Feasibility and Mobility Study & Begins Osceola Parkway 

Extension PD&E Study Re-Evaluation 

CFX conducted several of its own studies to evaluate the Osceola Parkway Extension 

project (SR 534) utilizing previous analysis and studies done by prior agencies and 

organizations. The Concept, Feasibility and Mobility Study (CF&M) for the Osceola 

Parkway Extension addressed congestion and the plan for population growth in this 

rapidly expanding area. Public engagement was a key component of the CF&M study, 

which included holding Project Advisory and Environmental Group, community, and civic 

group meetings, as well as public meetings. 

Also in 2018, CFX officially began re-evaluating the OCX PD&E Study, which included an 

evaluation of potential routes. The goal was to refine the preferred alternative location for 

the road that OCX was previously approved. Since design changes to the Osceola 

Parkway Extension PD&E were made to minimize impacts on conservation land and 

neighboring residences, CFX took the appropriate action to perform a PD&E Study Re-

evaluation on the project. 

• 2019: PD&E Re-evaluation Completed by CFX, Public Meeting, Orange & Osceola 

Counties Support & CFX Board Approval 

• November 2019: CFX engaged with key stakeholders regarding the Re-evaluation 

study, including the Environmental Advisory Group (EAG) and Project Advisory Group 

(PAG). Additionally, a public meeting was held at Lake Nona Middle School with more 
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than 400 attendees. Public comments received showed 61% support for the Preferred 

Alternative that minimizes the impact on the Split Oak Forest. 

• December 2019: In mid-December, CFX’s Governing Board approved the Preferred 

Alternative for Osceola Parkway Extension from the Re-evaluation study. Later that 

month, the Board of County Commissioners at Orange and Osceola counties 

approved resolutions supporting the Preferred Alternative for the Osceola Parkway 

Extension (OPE) PD&E Study Re-evaluation and petitioning Florida Communities Trust 

(FCT). 

The December 2019 PD&E Re-evaluation included a Noise Study Report Addendum 

(NSRA), also finalized in December 2019, which documented the noise re-evaluation 

results relative to the 2019 PIER Re-evaluation alternative. 

• Early 2023: Phase 1 Design of SR 534 Begins 

• In January 2023, the design for Phase 1 of SR 534 began from SR 417 near Boggy 

Creek Road to Narcoossee Road. This 4.9-mile expressway will feature full 

interchanges at SR 417, Simpson Road, and Narcoossee Road, a half interchange at 

Laureate Boulevard, and a 1.3-mile extension of Simpson Road. 
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1.2 PROJECT PHASES AND SEGMENTATION 

The SR 534 Osceola Parkway Extension is being designed and constructed in four phases, 

each with distinct design segments.   

Phase 1 

• Segment 1 – SR 534 from SR 417 to Laureate Boulevard (Figure 1-1) 

o CFX Project #534-241 

o Distance: 0.6 miles 

o Design Start: May 2023 

o Anticipated Design Completion: Spring 2026 

o Anticipated Construction Start: Spring 2027 

o This area is not included in this final design noise re-evaluation. 

• Segment 1a - SR 417 improvements (Landstar Boulevard to Boggy Creek Road) 

o CFX Project #534-240 

o Distance: 2.8 miles 

o Design Start: February 2025 

o Anticipated Design Completion: Winter 2027 

o Anticipated Construction Start: Spring 2028 

o 2019 recommended noise barriers underwent a final design review and have 

been constructed as part of other CFX projects.  
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Figure 1-1: Phase 1 – Segment 1 and Segment 1a 
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• Segment 2 – SR 534 from Laureate Boulevard to East of Jim Branch Creek (Figure 1-2) 

o CFX Project # 534-242 

o Distance: 2.4 miles 

o Design Start: May 2023 

o Anticipated Design Completion: Winter 2026 

o Anticipated Construction Start: Summer 2027 

o Portions of this area were re-evaluated as part of this final design noise re-

evaluation. 

• Segment 2a – Simpson Road extension (Figure 1-2) 

o CFX Project # 534-242a 

o Distance: 1.4 miles 

o Design Start: June 2023 

o Anticipated Design Completion: Summer 2025 

o Anticipated Construction Start: Winter 2027 

o Portions of this area were re-evaluated as part of this final design noise re-

evaluation. 

• Segment 3 – SR 534 from East of Jim Branch Creek to Narcoossee Road (Figure 1-3) 

o CFX Project # 534-243 

o Distance: 2.4 miles 

o Design Start: May 2023 

o Anticipated Design Completion: Winter 2026 

o Anticipated Construction Start: Summer 2027 

o Portions of this area were re-evaluated as part of this final design noise re-

evaluation. 
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Figure 1-2: Phase 1 – Segment 2 and Segment 2a 
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Figure 1-3: Phase 1 – Segment 3 
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1.3 PD&E RE-EVALUATION RESULTS AND COMMITMENTS 

As part of the project’s PD&E Study Re-evaluation, a Noise Study Report Addendum (NSRA) 

was finalized in December 2019. The purpose of the 2019 NSRA was to update the noise 

analysis to reflect the design changes since the OCX PD&E NSR (2017). The results for the re-

evaluation were documented in the 2019 NSRA and summarized in the 2019 PEIR Re-

evaluation  

At that time, nine re-evaluated Noise Study Areas (NSA) were predicted to have noise impacts. 

Of the nine impacted NSAs, noise barriers were not considered a feasible abatement option 

for NSA WB04. The four impacted residential sites in NSA WB04 were considered isolated; 

thus, noise barriers were not considered acoustically feasible. Similarly, a noise barrier was not 

recommended for further consideration for the scattered residences in NSA EB06. The 

analyzed barrier could not meet the 7 dB(A) Noise Reduction Design Goal (NRDG) and 

exceeded the maximum allowable cost-effectiveness criteria.  

Five noise barriers within seven NSAs were recommended for further consideration during the 

project’s design phase, when more detailed design information is available. It was noted that 

during the design phase, final decisions regarding noise barrier length and height are made, 

engineering constructability reviews are conducted, and the viewpoints of the benefited noise 

sensitive sites, for or against the potential barriers, are solicited. Thus, the viability of noise 

barriers being included in final project plans are subject to change during the final design 

phase. The CFX committed to the construction of noise barriers found to be reasonable and 

feasible during the design phase. 

The proposed noise barriers for NSAs WB05, EB10, EB11, and EB12 underwent separate 

design re-evaluation, and the viewpoints of benefited residences were solicited. These barriers 

have been constructed as part of other CFX projects.  

Noise barriers for NSAs EB03, EB07, and EB08 were recommended for further consideration 

and are the primary focus of this final design noise re-evaluation. 

 

  



      Design Noise Study Report 

SR 534 Osceola Parkway Extension 8 
 

2   METHODOLOGY 

The traffic noise impact analysis conducted for this project is consistent with Title 23, Code of 

Federal Regulations (CFR), § 772, Part II [commonly referred to as 23 CFR 772], Chapter 18 of 

the FDOT Project Development and Environment Manual, and Chapter 335, Section 335.17, 

Florida Statutes. This assessment also adheres to current Federal Highway Administration 

(FHWA) traffic noise analysis guidelines contained in FHWA-HEP-10-025. The FHWA Traffic 

Noise Model (TNM) - version 2.5 was used to predict traffic noise levels for this project, 

following guidelines set forth in the FDOT Traffic Noise Modeling and Analysis Practitioners’ 

Handbook. The analysis evaluated noise levels for the existing condition and the Build 

Alternative. 

Noise receptor coordinates used in the TNM correlate to exterior areas where frequent human 

use may occur, usually at the edge of the residential structure closest to the project roadways, 

unless the analyst's professional judgment determines otherwise.  

The project design files were used to determine the location of the Build Alternative for input 

into TNM. Vertical elevations for SR 534 were obtained from the project's engineering data. 

Vertical elevations for arterials, side streets, cross streets, and receptors were obtained from 

digital elevation models provided by the United States Geological Survey. 

2.1 NOISE METRICS 

Sound levels for this analysis are expressed in decibels (dB) using an "A"-scale weighting 

expressed as dB(A). This scale most closely approximates the response characteristics of the 

human ear to typical traffic sound levels. All reported sound levels are hourly equivalent noise 

levels [Leq(h)]. The Leq(h) is defined as the equivalent steady-state sound level that, in a given 

hourly period, contains the same acoustic energy as the time-varying sound level for the same 

hourly period. 

2.2 TRAFFIC DATA 

Traffic noise is heavily dependent on traffic volume and speed, with the amount of noise 

generated by traffic increasing as the vehicle speed and number of vehicles increase. 

Characteristics contributing to the highest traffic noise levels were used to predict project noise 

levels. Worst-case noise conditions occur with the maximum traffic traveling at the posted 
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speed and represent a LOS C operating condition. However, if the traffic analysis indicates the 

roadway will operate below LOS C, the project's design demand hour volumes (DDHV) are 

used per Chapter 18 of the FDOT PD&E Manual. Traffic volumes and speeds used in the 

analysis are included in Appendix A. 

2.3 NOISE ABATEMENT CRITERIA 

Land use plays an important role in traffic noise analysis. To determine which land uses are 

"noise sensitive," this noise impact analysis used the FDOT Noise Abatement Criteria (NAC) 

shown in column three in Table 2-1. The FDOT has established noise levels for each activity 

category at which noise abatement must be considered. In Florida, noise levels that meet or 

exceed FDOT NAC 66 dB(A) at Activity Category B and C land uses require noise abatement 

consideration. A 71 dB(A) noise level is required for Activity Category E land uses to be 

considered impacted by traffic noise. Another criterion for determining when project impacts 

warrant abatement consideration occurs when project noise levels are below the FDOT NAC 

but show a substantial increase (15 dB(A) or more) over existing levels. A substantial increase 

typically occurs in areas where traffic noise is a minor component of the existing noise 

environment but would become a major component after the project is constructed (e.g., a 

new alignment project).  

  



      Design Noise Study Report 

SR 534 Osceola Parkway Extension 10 
 

 

 
Hourly A-Weighted Sound Level-

decibels (dB(A)) 
Description of Activity Category 

Activity 
Category 

Activity Leq(h) 1 Evaluation 
Location FHWA FDOT 

A 57.0 56.0 Exterior 

Lands on which serenity and quiet are of extraordinary 
significance and serve an important public need, and 
where the preservation of those qualities is essential if 
the area is to continue to serve its intended purpose. 

B2 67.0 66.0 Exterior Residential. 

C2 67.0 66.0 Exterior 

Active sports areas, amphitheaters, auditoriums, 
campgrounds, cemeteries, daycare centers, 
hospitals, libraries, medical facilities, parks, picnic 
areas, places of worship, playgrounds, public meeting 
rooms, public/nonprofit institutional structures, radio 
studios, recording studios, recreational areas, Section 
4(f) sites, schools, television studios, trails, and trail 
crossings. 

D 52.0 51.0 Interior 

Auditoriums, daycare centers, hospitals, libraries, 
medical facilities, places of worship, public meeting 
rooms, public/nonprofit institutional structures, radio 
studios, recording studios, schools, and television 
studios. 

E2 72.0 71.0 Exterior 
Hotels, motels, offices, restaurants/bars, and other 
developed lands, properties, or activities not included 
in A-D or F. 

F - - - 

Agriculture, airports, bus yards, emergency services, 
industrial, logging, maintenance facilities, 
manufacturing, mining, rail yards, retail facilities, 
shipyards, utilities (water resources, water treatment, 
electrical), and warehousing. 

G - - - Undeveloped lands that are not permitted. 
(Based on Table 1 of 23 CFR Part 772) 
1 The Leq(h) Activity Criteria values are for impact determination only and are not design standards for 

noise abatement measures. 
2   Includes undeveloped lands permitted for this activity category. 

Table 2-1 Noise Abatement Criteria 
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For comparison purposes, typical noise levels for common indoor and outdoor activities are 

provided in Table 2-2.  

Common Outdoor Activity dB(A) Inside Activity 

 
Jet Flyover at 1,000 ft. 

 
Gas Lawn Mower at 3 ft. 

--110-- 
 

--100-- 

Rock Band 

 
Diesel Truck at 50 ft. (at50 mph) 

 
Busy Urban Area Daytime  

--90-- 
 

--80-- 

 
Food Blender at 3 ft. 
Garbage Disposal at 3 ft. 

Gas Mower at 100 ft. 
Commercial Area 

Heavy Traffic at 300 ft. 

--70-- 
 

--60-- 

Vacuum Cleaner at 10 ft. 
Normal Speech at 3 ft. 
 
Large Business Office 

Quiet Urban Daytime 
 

Quiet Urban Nighttime 
Quiet Suburban Nighttime 

--50-- 
 

--40-- 

Dishwasher Next Room 
 
Theater, Large Conference Room 
(Background) 

Quiet Rural Nighttime --30-- 
--20-- 

Library 
Bedroom at Night 

 
 

Lowest Threshold of Human Hearing 

--10-- 
 

--0-- 

 
 
Lowest Threshold of Human Hearing 

Source: California Dept. of Transportation Technical Noise Supplement, Sep. 2013, Pg. 2-20 

Table 2-2 Comparative Sound Levels 

2.4 NOISE ABATEMENT MEASURES 

When traffic noise impacts are identified as part of the traffic noise analysis, noise abatement 

must be considered. The potential abatement alternatives considered during the PD&E 

included traffic management, alternative roadway alignments, buffer zones, and noise barriers. 

The PD&E analysis determined that noise barrier walls were the only measure possible for this 

project due to the limited right-of-way (ROW) and the proposed typical sections.  
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2.4.1  Changes to Florida Noise Policy/Procedure 
Since the PD&E Study noise re-evaluation was completed in 2017, FDOT has revised the 

statewide noise policy contained in Chapter 18 of the PD&E Manual. The following changes 

have been incorporated into this re-evaluation to reflect the revised Chapter 18 (July 31, 2024). 

2.4.1.1 Cost-Effectiveness Guidelines – Residential Noise Barrier Evaluation 

The PD&E noise analysis used $30.00 per square foot to determine the cost of a noise barrier, 

with a reasonable cost of $42,000 per benefited receptor as the upper limit. The policy has 

been updated to a $40.00 per square foot cost calculation, with a cost-effectiveness guideline 

of $64,000 per benefited receptor. 

2.4.1.2 Methodology to Evaluate Special Land Uses 

FDOT updated the process used to identify traffic noise levels and impacts and to evaluate 

noise abatement for special land uses (SLU). SLUs are nonresidential noise sensitive sites (NAC 

Activity Categories C and E). This updated methodology consists of seven steps and is 

discussed further in Section 2.4.4. 

2.4.2  Noise Barrier Feasibility Criteria 
Feasibility Factors 

The FDOT PD&E Manual stipulates that a noise barrier must meet acoustic and engineering 

criteria to be considered feasible, as summarized below: 

• Acoustic feasibility: The barrier must provide a minimum of 5.0 dB(A) reduction in traffic 

noise for at least two impacted receptors. Consequently, noise barriers are not 

evaluated for isolated and single-impacted receptors. 

• Engineering feasibility: The engineering review identifies whether other factors must 

be evaluated for the barrier to be considered feasible. 

• Safety: If a noise barrier and safety conflict exists, safety must be the primary 

consideration. An example of such a conflict would be the loss of a safe sight distance 

(line of sight) at an intersection or driveway resulting from a noise barrier placement. 

• Accessibility to adjacent properties: The noise barrier placement cannot block ingress 

and egress on non-limited access roadways. Other access issues to be considered 

include access to a local sidewalk or normal travel routes. Neither applies to noise 

barriers on limited-access roadways. 
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• Right-of-way needs: Does the noise barrier require additional land, access rights, or 

easements for construction and maintenance? 

• Maintenance: Maintenance crews must have reasonable access to both sides of the 

barrier for personnel and equipment using standard practices. 

• Drainage: Does the barrier impact existing or planned drainage? 

• Utilities: Does the barrier impact existing utilities? 

2.4.3  Noise Barrier Reasonableness Criteria 
Reasonableness Factors 

If a noise barrier meets the feasibility criteria, the following reasonableness factors must be 

considered for the noise abatement measure to be deemed reasonable. 

• Acoustic reasonableness: The barrier must attain the FDOT noise reduction design goal 

(NRDG) of 7.0 dB(A) for at least one benefited receptor. (Note: to be considered 

"benefited," the receptor must receive a minimum of 5.0 dB(A) in traffic noise reduction 

from the barrier). Failure to achieve the NRDG results in the noise abatement measure 

being deemed not reasonable. 

• Cost effectiveness: Using the current $40.00 per square foot statewide average, a cost 

of $64,000 per benefited receptor is the upper guideline for a cost-reasonable noise 

barrier.  

• Benefited property owner and resident viewpoints: During project development, CFX 

solicits the opinion of benefited owners and residents regarding noise abatement. 

Affected owners and residents are given the opportunity to provide input regarding 

their desires to have the proposed noise abatement measure constructed. This process 

aims to obtain a response for or against the noise barrier from a majority of respondents 

to the survey. The noise barrier is not deemed reasonable if a majority consensus is not 

obtained in favor of the barrier. 

2.4.4  Nonresidential Barrier Analysis 
The methodology used to evaluate noise barrier systems for nonresidential sites differs from 

that used for residential locations. The standard procedure for determining the feasibility and 

reasonableness of a noise barrier for an SLU site is documented in Methodology to Evaluate 

Traffic Noise at Special Land Uses (FDOT 2025). This SLU evaluation is a multi-step process.   
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• If an impacted SLU receptor is not adjacent to impacted residences or other impacted 

SLUs such that a single noise barrier would not be a practical form of abatement for all 

impacted properties, it is considered isolated. It must go through a Preliminary 

Screening analysis to determine if it has enough person-hour usage to equate to at least 

two residences to be found feasible for noise abatement. To meet the feasibility 

requirement, the isolated SLU must have at least 45,026 person-hours of use per year 

in the benefited area for a noise barrier to be found as a feasible form of noise 

abatement. 

• A noise barrier is evaluated if the Preliminary Screening results indicate that a full 

analysis is warranted or if the impacted SLU is adjacent to other impacted SLUs or 

residences.    

• Once it is determined that impacted SLUs are benefited from the analyzed noise barrier, 

the FDOT SLU Worksheet is utilized to assess whether a noise barrier is a reasonable 

and feasible form of abatement. The SLU Worksheet (and therefore cost reasonable 

calculation) includes all residences and SLUs that would receive a benefit from the noise 

barrier. This methodology allows the combined evaluation of NAC categories A, B, C, 

D, and E for a single noise barrier system that would potentially benefit all land use 

types evaluated. 

2.4.5  Existing Noise Barriers 
There are no existing noise barriers within the study corridor.  

3   TRAFFIC NOISE ANALYSIS AND ABATEMENT EVALUATION 

To aid project stakeholders in identifying their location relative to the corridor in general, the 

noise analysis further divided the study corridor into Noise Study Areas (NSA) consistent with 

the May 2017 NSR and December 2019 NSRA. The receptor numbering system for the analysis 

areas and receptors documented in the previous studies was maintained for this re-evaluation. 

Within the project limits, TNM receptor points representing residences are located in 

accordance with the FDOT PD&E Manual as follows: 

• Residential receptor points are located in areas of frequent outdoor use or the corner 

of the residential building closest to the major traffic noise source. 
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• Where residences are clustered together, single receptor points are analyzed as 

representative of a group of residences with similar characteristics. 

• Ground floor receptor points are assumed to be five feet above the ground elevation, 

and all receptors are assumed to be at ground level unless otherwise noted. 

• Higher floor receptors are assumed to increase in elevation in 10-foot increments above 

the ground floor receptor. 

• Nonresidential receptor points are located at the edge of the outdoor use area closest 

to the major traffic noise source. 

The alpha-numeric identification for each receptor point associated with a noise sensitive 

receptor documented in the previous studies was maintained for this re-evaluation and is 

formulated as follows: 

• All receptor point names begin with a single letter code indicating the receptor “type” 

that the point represents. 

o “R” for Residencial sites 

o “N” for Nonresidential sites 

• Following the “type” code, receptors are assigned a CNE identifier, which labels the 

receptors according to CNE within with they are located. 

o The next two letters (e.g., EB, WB) describe on which side of SR 534 the CNE is 

located (e.g., "REB" indicates the receptor is in a residential receptor in a CNE 

on the eastbound side of the corridor). 

o The number following the first two letters is a CNE numeric sequencing number 

(e.g., CNE REB03). 

o The final three characters are the individual receptor numbers and are 

separated from the first string of characters with a dash (e.g., REB03-055). 

3.1 FINAL DESIGN ANALYSIS SEGMENTATION 

The 2019 NSRA had a project limit spanning from SR 417 near Boggy Creek Road in Orange 

County to Cyrils Drive in Osceola County. The focus of this noise re-evaluation is on three 

design segments: 

• 534-242: Laureate Boulevard to East of Simpson Road (four-lane expressway) 

• 534-242A: Boggy Creek Road to SR 534 (four-lane arterial [low speed]) 
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• 534-243: East of Simpson Road to Narcoossee Road (four-lane expressway) 

Project 534-241  

There have been no major design changes to this section that would necessitate a noise re-

evaluation.  

Project 534-242 

There have been no major design changes to this segment when compared to the 2019 Re-

evaluation noise analysis, and no new receptors permitted before DPK. The two noise barriers 

recommended for further evaluation in 2019 are being re-evaluated as part of this design 

phase re-evaluation. 

Project 534-242A 

When compared to the 2019 Re-evaluation, the horizontal alignment of this low-speed arterial 

was shifted approximately 30 feet to the north, away from the noise sensitive receptors south 

of the Osceola County line. DDHV traffic was utilized for this final design re-evaluation. No new 

receptors were permitted before DPK. With the change to the horizontal alignment and lower 

projected DDHV, all of the residences adjacent to the 534-242A corridor are no longer 

predicted to be impacted by the project. Thus, the one noise barrier recommended for further 

evaluation in 2019 is no longer warranted. 

Project 534-243 

There have been no major design changes to this segment when compared to the 2019 Re-

evaluation, and no new receptors permitted before DPK. The one noise barrier recommended 

for further evaluation in 2019 is being re-evaluated as part of this design phase re-evaluation.  

3.2 PREDICTED NOISE LEVELS AND ABATEMENT ANALYSIS 

The following sections discuss each NSA and the predicted project noise levels, impacts, and 

potential noise abatement considerations given as part of this final design re-evaluation. The 

re-evaluation results discussed in this section are also summarized in Appendix B's predicted 

noise level comparison matrix. When discussing noise level increases, the general rule that 

applies to perception is: 

• A 3 dB(A) increase is barely perceptible to most people.  
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• A 5 dB(A) increase is noticeable to most people. 

• A 10 dB(A) increase is perceived as twice as loud and is considered a doubling of noise. 

Sites and communities not specifically identified in this report were not permitted or 

constructed prior to the May 2017 DPK (i.e., the date the PEIR was approved), are outside the 

project limits, or are located too great a distance from the roadway to be affected by the 

project; thus, they were not included in this study.  

3.3 ABATEMENT OPTIONS 

Noise barriers associated with transportation projects do not block all sound from the roadway. 

Rather, they can reduce traffic noise by blocking the sound path between a traffic noise source 

and noise sensitive receptor. To effectively reduce traffic noise, a noise barrier must be 

relatively long, continuous (with no intermittent openings), and of sufficient height. 

Within the project limits, noise barrier locations were evaluated as follows:  

• Non-shoulder noise barriers located outside the clear recovery zone but within the 

ROW are initially considered at heights ranging from eight feet to a maximum height of 

22 feet in two-foot increments. 

• If a non-shoulder noise barrier cannot provide feasible and reasonable abatement to 

an impacted receptor, then a noise barrier is evaluated on the shoulder edge of 

pavement (EOP). When on a structure (e.g., bridge, Mechanically Stabilized Earth [MSE] 

retaining wall), a shoulder noise barrier is limited to a maximum height of eight feet. If 

on an embankment or ground-mounted, a shoulder noise barrier is limited to a 

maximum height of 14 feet. 

Using the evaluation methodology contained in the FDOT Traffic Noise Modeling and Analysis 

Practitioners’ Handbook, noise barriers for each affected area are evaluated to determine the 

maximum number of impacted receptors that would receive at least a 5.0 dB(A) reduction in 

traffic-related noise. Specific conditions, such as overhead utilities, may constrain these noise 

barriers. As a result of the site-specific conditions, noise barriers may not provide a 5.0 dB(A) 

reduction in traffic-related noise to all impacted receptors.   
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At some locations, non-impacted receptors may benefit from noise barriers due to their 

proximity to impacted receptors. These receptors are included when determining the cost 

reasonableness of the noise barrier based on cost per benefited receptor.  

3.3.1  NSA EB03 
NSA EB03 is within CFX project # 534-243 and is shown on page 10 in the project aerials 

Appendix C. The Fells Landing community, constructed prior to the May 2017 DPK, was 

included in the PD&E and 2019 noise analyses. The receptor numbering system utilized for the 

2019 Re-evaluation was maintained for this final design analysis. The 2019 Re-evaluation 

proposed a variable height noise barrier within the SR 534 ROW for the impacted residences 

on the northern boundary of the neighborhood.  

Fifty-four NAC B receptor points in Fells Landing were re-evaluated for traffic noise impacts 

resulting from the final design concept. Currently, the average noise level for the homes in this 

NSA is 57.2 dB(A), with four residences on the eastern boundary of the neighborhood, directly 

adjacent to Narcoossee Road, exceeding the 66.0 dB(A) NAC criterion. The final design 

concept’s predicted average noise level of 62.3 dB(A) is an increase of 5.1 dB(A) over existing 

conditions, with the greatest increase being 10.3 dB(A) at receptor REB03-047. While the 

project noise increases are not considered substantial (≥15 dB(A) over existing conditions), the 

predicted noise levels at 13 residences meet or exceed the NAC and require abatement 

consideration.  

Abatement options are not available for the four impacted residences, identified as REB03-142 

through REB03-145, adjacent to Narcoossee Road due to limited ROW and other engineering 

constraints. The final design barrier analysis for the remaining nine impacted residences along 

the neighborhood’s northern border is discussed in Section 3.3.1.1. 

3.3.1.1 Noise Barrier EB2: NSA EB03 

Nine impacted receptors, identified in Appendix B, were evaluated for potential options to 

mitigate the noise impacts from SR 534. As illustrated on page 10 in Appendix C and described 

in Table 3-1, the recommended Barrier EB2 is 22 feet tall and 1,195 feet long, benefits 17 

receptors (eight impacted and nine non-impacted), and provides an average noise reduction 

of 6.3 dB(A). The barrier meets the 7.0 dB(A) NRDG and cost-effectiveness criteria.
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Table 3-1 Barrier EB2 Evaluation Summary 

Option
Height 
(feet) 1

Length 
(feet)

5-5.9 
dB(A)

6-6.9 
dB(A)

≥ 7.0 
dB(A) Impacted 2

Not 
Impacted 3

Total
Avg. 

Reduction 
dB(A)

1 22 1,195 1093+05 to 1104+95 9 2 0 6 8 9 17 6.3 1 $1,051,600 $61,859ROW 6

1  Full height is for the length indicated.
2  Benefited residences with predicted noise levels that meet or exceed the NAC.
3  Benefited residences with predicted noise levels that do not meet or exceed the NAC.
4  Impacted residences that do not receive a minimum 5 dB(A) reduction from analyzed noise barrier system.
5  Unit cost of $40/ft2 for all barrier segments.
6  ROW - Noise barrier system located inside the SR 534 right of way. Maximum allowed height is 22 feet. 

Impacted 
Residences Not 

Benefited 4

NSA EB03: FD Barrier EB2 Evaluation

Final Design Evaluated Barrier

Approximate
Station

Number of 
Impacted

Residential 
Sites

Number of Impacted 
Sites Within a Noise 

Reduction Range
Number of Benefited Residential Sites

Total 
Estimated 

Cost 5

Cost per 
Benefited  
Residence

Location
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3.3.2  Noise Study Area EB05 
NSA EB05 is within CFX project # 534-242 and is shown on page 8 in the project aerials 

Appendix C. A portion of the Fells Cove community, constructed prior to the May 2017 DPK, 

was included in the PD&E and 2019 noise analyses. The receptor numbering system utilized 

for the 2019 Re-evaluation was maintained for this final design analysis.   

Three NAC B receptor points, representing seven residences in Fells Cove adjacent to the 

existing Boggy Creek Road, were re-evaluated for traffic noise impacts resulting from the final 

design concept. Currently, the average noise level for the seven residences is 65.0 dB(A), with 

none of the residences exceeding the 66.0 dB(A) NAC criterion. The final design concept’s 

predicted average noise level of 66.5 dB(A) is an increase of 1.5 dB(A) over existing conditions, 

with the greatest increase being 2.0 dB(A) at receptor REB05-038. While the project noise 

increases are not considered substantial, the predicted noise levels at six residences meet or 

exceed the NAC and require abatement consideration.  

The final design barrier analysis for the impacted residences is discussed in Section 3.3.4.1. 

3.3.3  Noise Study Area EB06 
NSA EB06 is shown on pages 6 through 8 in the project aerials Appendix C. NSA EB06 includes 

scattered single-family receptors, with others being in the Osprey Ridge and Rustic Acres 

neighborhoods. These residences were constructed before the May 2017 DPK and were 

included in the PD&E and 2019 noise analyses. The receptor numbering system utilized for the 

2019 Re-evaluation was maintained for this final design analysis.   

Twenty-three (23) NAC B receptor points adjacent to the existing Boggy Creek Road were re-

evaluated for traffic noise impacts resulting from the final design concept. Currently, the 

average noise level for the residences in this NSA is 62.9 dB(A), with two residences exceeding 

the 66.0 dB(A) NAC criterion. The final design concept’s predicted average noise level of 67.1 

dB(A) is an increase of 4.1 dB(A) over existing conditions, with the greatest increase being 7.8 

dB(A) at receptor REB06-022. While the project noise increases are not considered substantial, 

the predicted noise levels at 17 residences meet or exceed the NAC and require abatement 

consideration.  

The final design barrier analysis for the impacted residences is discussed in Section 3.3.4.1. 
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3.3.4  Noise Study Area EB07 
NSA EB07 is shown on pages 5 through 6 in the project aerials Appendix C. NSA EB07 includes 

scattered single-family receptors. These residences were constructed prior to the May 2017 

DPK and were included in the PD&E and December 2019 noise analyses. The receptor 

numbering system utilized for the 2019 Re-evaluation was maintained for this final design 

analysis.   

Fifteen (15) NAC B receptor points located between Boggy Creek Road and SR 534 were re-

evaluated for traffic noise impacts resulting from the final design concept. Currently, the 

average noise level for the residences in this NSA is 50.3 dB(A), with none of the residences 

exceeding the 66.0 dB(A) NAC criterion. The final design concept’s predicted average noise 

level of 58.7 dB(A) is an increase of 8.4 dB(A) over existing conditions, with the greatest 

increase being 17.3 dB(A) at receptor REB07-006. While the project is not predicted to cause 

any residences to meet or exceed the NAC, two of the residences are predicted to experience 

noise levels above the ≥15.0 substantial impact criterion and require abatement consideration.  

The final design barrier analysis for the impacted residences is discussed in Section 3.3.4.1. 

3.3.4.1 Noise Barrier EB-A1: NSAs EB05, EB06, and EB07 

The 25 impacted receptors in NSAs EB05, EB06, and EB07 were evaluated for potential options 

to mitigate the noise impacts from SR 534. As illustrated on pages 5 through 8 in Appendix C 

and described in Table 3-2, the barrier system was analyzed on the eastbound SR 534 outside 

shoulders of the proposed bridges and MSE wall, and is limited to a maximum height of eight 

feet. Approximately 1,051 feet of SR 534 east of the Jim Branch Creek bridge is on fill section. 

The barrier in this fill section is limited to a maximum height of fourteen feet. Of the 25 

impacted receptors evaluated, only one is predicted to benefit from a noise barrier. Thus, 

Barrier EB-A1 cannot achieve the required minimum benefit of 5.0 dB(A) to two impacted 

residences. For this reason, noise barriers are not a feasible and reasonable option for 

providing noise abatement to the impacted residences in NSAs EB05, EB06, and EB07. 
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Table 3-2 Barrier EB-A1 Evaluation Summary 

Option
Height 
(feet) 1

Length 
(feet)

5-5.9 
dB(A)

6-6.9 
dB(A)

≥ 7.0 
dB(A) Impacted 2

Not 
Impacted 3

Total
Avg. 

Reduction 
dB(A)

1 8/14 7,024 2130+00 TO 1063+00 25 1 0 0 1 0 1 1.7 24 N/A 8 N/A 8

Location

ST 6

SHLDR 7

1  Full height is for the length indicated.
2  Benefited residences with predicted noise levels that meet or exceed the NAC.
3  Benefited residences with predicted noise levels that do not meet or exceed the NAC.
4  Impacted residences that do not receive a minimum 5 dB(A) reduction from analyzed noise barrier system.
5  Unit cost of $40/ft2 for all barrier segments.
6  ST - Noise barrier system located on SR 534 bridge structure and/or mechanically stabilized earth (MSE). Maximum allowed height is 8 feet.
7  SHLDR - Noise barrier system located on SR 534 outside shoulder. Maximum allowed height is 14 feet.
8  Noise barrier system did not benefit a minimum of two impacted residences, so no further analysis was condcuted.

NSA EB05 EB06 EB07:  Evaluation Summary

Final Design Evaluated Barrier

Approximate
Station

Number of 
Impacted

Residential 
Sites

Number of Impacted 
Sites Within a Noise 

Reduction Range
Number of Benefited Residential Sites

Impacted 
Residences Not 

Benefited 4

Total 
Estimated 

Cost 5

Cost per 
Benefited  
Residence
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3.3.5  Noise Study Area EB08 
NSA EB08 is shown on pages 1 through 5 in the project aerials Appendix C. NSA EB08 is a 

large NSA and includes single-family residences in the Morningside, Springlake Village, and 

Turnberry Reserve neighborhoods. These residences were constructed before the May 2017 

DPK and were included in the PD&E and 2019 noise analyses. The receptor numbering system 

utilized for the 2019 Re-evaluation was maintained for this final design analysis. 

Two hundred seventy-one (271) NAC B receptor points and one NAC C receptor were re-

evaluated for traffic noise impacts resulting from the final design concept. Currently, the 

average noise level is 48.7 dB(A), with none of the receptors exceeding the 66.0 dB(A) NAC 

criterion. The final design concept’s predicted average noise level of 57.7 dB(A) is an increase 

of 9.0 dB(A) over existing conditions, with the greatest increase being 19.6 dB(A) at receptor 

REB08-021 in Turnberry Reserve. Six Springlake Village and 25 Turnberry Reserve residences 

are predicted to meet or exceed the NAC, meet the ≥15.0 dB(A) substantial impact criterion, 

or both.  

The final design barrier analysis for the 31 impacted residences is discussed in Section 3.3.5.1. 

Morningside 

One hundred seventeen (117) NAC B residences and one SLU NAC C site (Iglesia Cristiana Luz 

de Salvación church) are in the western section of NSA EB08. With the current final design 

concept being located approximately 30 feet further away from the residences compared to 

the alternative evaluated for the 2019 Re-evaluation, none of the Morningside receptors are 

predicted to meet or exceed the 66.0 dB(A) NAC. While the predicted noise levels will increase 

over the existing condition, none of the increases are above the ≥15.0 dB(A) substantial impact 

criterion. 

Springlake Village 

One hundred (100) NAC B residences are in the central section of NSA EB08, primarily where 

both the SR 534 and Simpson Road extension curve away from the neighborhood. Of the 100 

analyzed sites, six residences, all in the eastern section of the neighborhood, are predicted to 

have noise increases above the ≥15.0 dB(A) substantial impact criterion; one of which will also 

exceed the 66.0 dB(A) NAC. 
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Turnberry Reserve 

Fifty-four (54) NAC B residences are in the eastern section of NSA EB08, immediately adjacent 

to SR 534. Of the 54 analyzed sites, 25 residences are predicted to have noise increases above 

the ≥15.0 dB(A) substantial impact criterion. Thirteen of these sites will also exceed the 66.0 

dB(A) NAC. 

3.3.5.1 Noise Barrier EB1 

Thirty-one impacted receptors, identified in Appendix B, were evaluated for potential options 

to mitigate the noise impacts from SR 534. As illustrated on pages 3 through 5 in Appendix C 

and described in Table 3-3, the recommended Barrier EB1 is 22 feet tall and 4,450 feet long, 

benefits 73 receptors (all 31 impacted and 42 non-impacted), and provides an average noise 

reduction of 8.0 dB(A). The barrier meets the 7.0 dB(A) NRDG and cost-effectiveness criteria.
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Table 3-3 Barrier EB1 Evaluation Summary 

Option
Height 
(feet) 1

Length 
(feet)

5-5.9 
dB(A)

6-6.9 
dB(A)

≥ 7.0 
dB(A) Impacted 2

Not 
Impacted 3

Total
Avg. 

Reduction 
dB(A)

1 22 4,450 2079+00 to 2122+20 31 1 4 26 31 42 73 8.0 0 $3,916,000 $53,644

Location

ROW 6

1  Full height is for the length indicated.
2  Benefited residences with predicted noise levels that meet or exceed the NAC.
3  Benefited residences with predicted noise levels that do not meet or exceed the NAC.
4  Impacted residences that do not receive a minimum 5 dB(A) reduction from analyzed noise barrier system.
5  Unit cost of $40/ft2 for all barrier segments.
6  ROW - Noise barrier system located inside the SR 534 right of way. Maximum allowed height is 22 feet. 

NSA EB08: FD Barrier EB1 Evaluation

Final Design Evaluated Barrier

Approximate
Station

Number of 
Impacted

Residential 
Sites

Number of Impacted 
Sites Within a Noise 

Reduction Range
Number of Benefited Residential Sites

Impacted 
Residences Not 

Benefited 4

Total 
Estimated 

Cost 5

Cost per 
Benefited  
Residence
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4   CONCLUSIONS 

Noise levels for the final design concept were predicted for the 370 NAC B and one SLU NAC 

C receptor locations illustrated in Appendix C. Noise levels for 50 residences are predicted to 

meet or exceed the FDOT NAC for the 2045 Design Year of which 14 are also predicted to 

have substantial noise increases over existing conditions.  Nineteen additional residences are 

also predicted to have substantial noise increases. 

To mitigate the impacts on the 69 residential receptor sites, several noise barriers were 

evaluated. The barrier evaluations analyzed multiple dimension options using the FDOT 

criteria in addition to the established CFX reasonableness standards for abatement measures. 

After careful consideration of all options, CFX is advancing the feasible and reasonable Barrier 

EB1 and Barrier EB2. 

Sites and communities not specifically identified in this report are outside the project limits or 

are located too great a distance from the roadway to be affected by the project; thus, they were 

not included in the study.  

Noise impact analysis and abatement consideration were not conducted for developments 

(i.e., Isles of Lake Nona, Laureate Park, and Summerdale Park) permitted or constructed (e.g., 

individual structure) after the project’s DPK. The PEIR approval date (May 12, 2017) is 

considered the DPK. 

4.1.1  Statement of Likelihood 
CFX is committed to the construction of feasible and reasonable noise abatement measures. 

Two potentially feasible and reasonable noise barrier systems have been identified for this 

project (see Table 4-1 for more detail on the noise barriers) contingent upon the following 

conditions:  

• Community input supporting types, heights, and locations of the noise barrier(s) is 

provided to CFX. 
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Table 4-1 Final Design Concept: Noise Barriers Recommended for Construction 

 

Impacted Total

EB03
Fells Landing

9
1093+05 to 

1104+95
22 1,195 ROW 3 $1,051,600 8 17 $61,859

EB08
Springlake Village
Turnberry Reserve

31
2079+00 to 

2122+20
22 4,450 ROW 3 $3,916,000 31 73 $53,644

1  Unit cost of $40 per square foot for all barrier segments.
2  Total includes benefited residences with a predicted noise level that does not approach or exceed 66 dB(A) NAC but are incidentally benefited.
3  ROW -Noise barrier system located within the SR 534 right of way.

Cost Per Benefited 
Residence

NOISE BARRIERS NORTHBOUND  SIDE OF US 17/92

Noise Study Area
(NSA)

Number of 
Impacted 

Residences

Noise Barrier 
Approximate 

Station

Noise Barrier 
Height (ft)

Noise Barrier 
Length (ft)

Noise Barrier 
Location 

Noise Barrier 
Cost 1

Number of Residences 
Benefited by a Noise Barrier 2
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5   CONSTRUCTION NOISE AND VIBRATION IMPACTS 

Based on the existing land use within the limits of this project, the construction of the proposed 

roadway improvements will have temporary noise and vibration impacts. Construction noise 

sensitive sites include all sites detailed in Section 3.0 of this report. Vibration-sensitive sites on 

the project include residences and medical offices. Trucks, compaction equipment, earth-

moving equipment, pumps, and generators are sources of construction noise and vibration. 

During the construction phase of the proposed project, short-term noise and vibration may be 

generated by stationary and mobile construction equipment. The construction noise and 

vibration will be temporary at any location and controlled by adherence to the most recent 

edition of the FDOT Standard Specifications for Road and Bridge Construction.   

6  COMMUNITY COORDINATION 

The CFX held public meetings for the SR 534 Phase 1 projects on November 12 and 13, 2025. 

Seventy-six people attended the in-person meeting on November 12 at the Tohopekaliga High 

School in Osceola County. One hundred and seventy people attended the virtual meeting on 

November 13.  

The proposed barriers, one for project # 534-242 and one for project # 534-243, along with 

other pertinent project construction-related information, were presented to the public and 

project stakeholders.  

The CFX directly solicited the opinions of the property owners and renters who benefit from 

the two proposed noise barriers to aid decision-making. The solicitation of viewpoints was 

conducted as part of the pre-construction meeting and a mailed opinion survey. The CFX 

opinion survey process and results will be documented under separate cover.  
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Noise Study 
Area 

(NSA) 
Receptor Name No. of 

Units NAC 
FDOT 

Criterion 
(dB(A)) 

Final Design 
2024 Existing 

LAeq1h  
(dB(A)) 

Final Design 
2045 Build  

LAeq1h 
(dB(A)) 

Final Design 
Noise Level 

Change 
from 

Existing 
(dB(A)) 

Description 

                  
XXX##-### Impacted Receptor               

                  
EB03  REB03-033 1 B 66.0 53.4 57.3 3.9 FELLS LANDING RESIDENCE 
EB03  REB03-034 1 B 66.0 53.4 59.0 5.6 FELLS LANDING RESIDENCE 
EB03  REB03-035 1 B 66.0 53.4 62.7 9.3 FELLS LANDING RESIDENCE 
EB03  REB03-036 1 B 66.0 53.4 57.1 3.7 FELLS LANDING RESIDENCE 
EB03  REB03-037 1 B 66.0 53.4 55.8 2.4 FELLS LANDING RESIDENCE 
EB03  REB03-045 1 B 66.0 53.4 63.6 10.2 FELLS LANDING RESIDENCE 
EB03  REB03-046 1 B 66.0 53.4 63.6 10.2 FELLS LANDING RESIDENCE 
EB03  REB03-047 1 B 66.0 53.4 63.7 10.3 FELLS LANDING RESIDENCE 
EB03  REB03-048 1 B 66.0 53.9 64.0 10.1 FELLS LANDING RESIDENCE 
EB03  REB03-049 1 B 66.0 54.4 64.2 9.8 FELLS LANDING RESIDENCE 
EB03  REB03-050 1 B 66.0 55.0 64.4 9.4 FELLS LANDING RESIDENCE 
EB03  REB03-051 1 B 66.0 55.6 64.8 9.2 FELLS LANDING RESIDENCE 
EB03  REB03-052 1 B 66.0 56.0 65.1 9.1 FELLS LANDING RESIDENCE 
EB03  REB03-053 1 B 66.0 56.7 65.5 8.8 FELLS LANDING RESIDENCE 
EB03  REB03-054 1 B 66.0 57.5 66.0 8.5 FELLS LANDING RESIDENCE 
EB03  REB03-055 1 B 66.0 58.1 66.5 8.4 FELLS LANDING RESIDENCE 
EB03  REB03-056 1 B 66.0 58.8 66.8 8.0 FELLS LANDING RESIDENCE 
EB03  REB03-057 1 B 66.0 59.8 67.3 7.5 FELLS LANDING RESIDENCE 
EB03  REB03-058 1 B 66.0 61.2 67.9 6.7 FELLS LANDING RESIDENCE 
EB03  REB03-059 1 B 66.0 62.7 68.3 5.6 FELLS LANDING RESIDENCE 
EB03  REB03-060 1 B 66.0 63.9 68.7 4.8 FELLS LANDING RESIDENCE 
EB03  REB03-061 1 B 66.0 66.3 70.0 3.7 FELLS LANDING RESIDENCE 
EB03  REB03-062 1 B 66.0 68.3 71.0 2.7 FELLS LANDING RESIDENCE 
EB03  REB03-063 1 B 66.0 53.4 57.7 4.3 FELLS LANDING RESIDENCE 
EB03  REB03-064 1 B 66.0 53.4 57.9 4.5 FELLS LANDING RESIDENCE 
EB03  REB03-065 1 B 66.0 53.4 58.1 4.7 FELLS LANDING RESIDENCE 
EB03  REB03-066 1 B 66.0 53.4 58.5 5.1 FELLS LANDING RESIDENCE 
EB03  REB03-067 1 B 66.0 53.4 58.9 5.5 FELLS LANDING RESIDENCE 
EB03  REB03-068 1 B 66.0 53.4 59.5 6.1 FELLS LANDING RESIDENCE 
EB03  REB03-069 1 B 66.0 54.1 60.1 6.0 FELLS LANDING RESIDENCE 
EB03  REB03-070 1 B 66.0 56.3 61.4 5.1 FELLS LANDING RESIDENCE 
EB03  REB03-071 1 B 66.0 59.2 63.4 4.2 FELLS LANDING RESIDENCE 
EB03  REB03-072 1 B 66.0 62.4 65.8 3.4 FELLS LANDING RESIDENCE 
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Noise Study 
Area 

(NSA) 
Receptor Name No. of 

Units NAC 
FDOT 

Criterion 
(dB(A)) 

Final Design 
2024 Existing 

LAeq1h  
(dB(A)) 

Final Design 
2045 Build  

LAeq1h 
(dB(A)) 

Final Design 
Noise Level 

Change 
from 

Existing 
(dB(A)) 

Description 

                  
XXX##-### Impacted Receptor               

                  
EB03  REB03-073 1 B 66.0 53.4 57.7 4.3 FELLS LANDING RESIDENCE 
EB03  REB03-074 1 B 66.0 53.4 57.4 4.0 FELLS LANDING RESIDENCE 
EB03  REB03-075 1 B 66.0 53.4 56.0 2.6 FELLS LANDING RESIDENCE 
EB03  REB03-076 1 B 66.0 53.4 55.6 2.2 FELLS LANDING RESIDENCE 
EB03  REB03-077 1 B 66.0 53.4 55.4 2.0 FELLS LANDING RESIDENCE 
EB03  REB03-078 1 B 66.0 53.4 55.4 2.0 FELLS LANDING RESIDENCE 
EB03  REB03-079 1 B 66.0 53.4 55.5 2.1 FELLS LANDING RESIDENCE 
EB03  REB03-080 1 B 66.0 53.4 56.1 2.7 FELLS LANDING RESIDENCE 
EB03  REB03-081 1 B 66.0 53.4 56.4 3.0 FELLS LANDING RESIDENCE 
EB03  REB03-082 2 B 66.0 53.5 58.1 4.6 FELLS LANDING RESIDENCE 
EB03  REB03-136 1 B 66.0 57.4 61.0 3.6 FELLS LANDING RESIDENCE 
EB03  REB03-137 1 B 66.0 58.1 61.8 3.7 FELLS LANDING RESIDENCE 
EB03  REB03-138 1 B 66.0 58.4 62.0 3.6 FELLS LANDING RESIDENCE 
EB03  REB03-139 1 B 66.0 59.7 63.1 3.4 FELLS LANDING RESIDENCE 
EB03  REB03-140 1 B 66.0 60.1 63.4 3.3 FELLS LANDING RESIDENCE 
EB03  REB03-141 1 B 66.0 61.4 64.3 2.9 FELLS LANDING RESIDENCE 
EB03  REB03-142 1 B 66.0 63.9 66.2 2.3 FELLS LANDING RESIDENCE 
EB03  REB03-143 1 B 66.0 66.4 68.1 1.7 FELLS LANDING RESIDENCE 
EB03  REB03-144 1 B 66.0 69.3 70.5 1.2 FELLS LANDING RESIDENCE 
EB03  REB03-145 1 B 66.0 73.1 74.0 0.9 FELLS LANDING RESIDENCE 
EB05 REB05-009 1 B 66.0 65.0 65.9 0.9 FELLS COVE RESIDENCE 
EB05 REB05-010 3 B 66.0 65.8 67.4 1.6 FELLS COVE RESIDENCE 
EB05 REB05-038 3 B 66.0 64.1 66.1 2.0 FELLS COVE RESIDENCE 
EB06 REB06-001 1 B 66.0 68.1 69.5 1.4 RUSTIC ACRES RESIDENCE 
EB06 REB06-002 1 B 66.0 65.0 66.9 1.9 RUSTIC ACRES RESIDENCE 
EB06 REB06-003 1 B 66.0 63.1 66.9 3.8 RUSTIC ACRES RESIDENCE 
EB06 REB06-010 1 B 66.0 65.5 68.2 2.7 RUSTIC ACRES RESIDENCE 
EB06 REB06-011 1 B 66.0 64.6 68.1 3.5 RUSTIC ACRES RESIDENCE 
EB06 REB06-012 1 B 66.0 61.9 66.9 5.0 RUSTIC ACRES RESIDENCE 
EB06 REB06-013 1 B 66.0 64.4 67.7 3.3 RUSTIC ACRES RESIDENCE 
EB06 REB06-014 1 B 66.0 64.5 67.3 2.8 RUSTIC ACRES RESIDENCE 
EB06 REB06-015 1 B 66.0 61.0 66.1 5.1 RUSTIC ACRES RESIDENCE 
EB06 REB06-016 1 B 66.0 65.2 67.9 2.7 RUSTIC ACRES RESIDENCE 
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EB06 REB06-017 1 B 66.0 64.7 67.8 3.1 OSPREY RIDGE RESIDENCE 
EB06 REB06-018 1 B 66.0 65.8 68.6 2.8 SINGLE FAMILY RESIDENCE 
EB06 REB06-019 1 B 66.0 60.3 65.7 5.4 SINGLE FAMILY RESIDENCE 
EB06 REB06-020 1 B 66.0 56.2 63.9 7.7 RUSTIC ACRES RESIDENCE 
EB06 REB06-021 1 B 66.0 56.9 64.2 7.3 RUSTIC ACRES RESIDENCE 
EB06 REB06-022 1 B 66.0 56.3 64.1 7.8 RUSTIC ACRES RESIDENCE 
EB06 REB06-049 1 B 66.0 64.6 68.1 3.5 SINGLE FAMILY RESIDENCE 
EB06 REB06-050 1 B 66.0 60.9 66.3 5.4 SINGLE FAMILY RESIDENCE 
EB06 REB06-051 1 B 66.0 63.8 67.7 3.9 SINGLE FAMILY RESIDENCE 
EB06 REB06-052 1 B 66.0 65.4 68.1 2.7 SINGLE FAMILY RESIDENCE 
EB06 REB06-053 1 B 66.0 59.5 65.1 5.6 SINGLE FAMILY RESIDENCE 
EB06 REB06-054 1 B 66.0 56.5 63.7 7.2 SINGLE FAMILY RESIDENCE 
EB06 REB06-055 1 B 66.0 73.3 73.8 0.5 SINGLE FAMILY RESIDENCE 
EB07 REB07-002 1 B 66.0 59.7 63.2 3.5 SINGLE FAMILY RESIDENCE 
EB07 REB07-003 1 B 66.0 56.7 61.4 4.7 SINGLE FAMILY RESIDENCE 
EB07 REB07-005 1 B 66.0 55.5 60.5 5.0 SINGLE FAMILY RESIDENCE 
EB07 REB07-006 1 B 66.0 48.5 65.8 17.3 SINGLE FAMILY RESIDENCE 
EB07 REB07-007 1 B 66.0 48.5 64.0 15.5 SINGLE FAMILY RESIDENCE 
EB07 REB07-008 1 B 66.0 48.5 57.2 8.7 SINGLE FAMILY RESIDENCE 
EB07 REB07-009 1 B 66.0 48.5 54.2 5.7 SINGLE FAMILY RESIDENCE 
EB07 REB07-010 1 B 66.0 48.5 60.7 12.2 SINGLE FAMILY RESIDENCE 
EB07 REB07-011 1 B 66.0 48.5 59.0 10.5 SINGLE FAMILY RESIDENCE 
EB07 REB07-013 1 B 66.0 48.5 59.9 11.4 SINGLE FAMILY RESIDENCE 
EB07 REB07-014 1 B 66.0 48.5 58.3 9.8 SINGLE FAMILY RESIDENCE 
EB07 REB07-015 1 B 66.0 48.5 55.1 6.6 SINGLE FAMILY RESIDENCE 
EB07 REB07-016 1 B 66.0 48.5 52.8 4.3 SINGLE FAMILY RESIDENCE 
EB07 REB07-017 1 B 66.0 48.5 54.6 6.1 SINGLE FAMILY RESIDENCE 
EB07 REB07-018 1 B 66.0 48.5 53.6 5.1 SINGLE FAMILY RESIDENCE 
EB08 REB08-010 1 B 66.0 48.5 58.7 10.2 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-011 1 B 66.0 48.5 59.8 11.3 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-012 1 B 66.0 48.5 60.1 11.6 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-013 1 B 66.0 48.5 61.7 13.2 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-014 1 B 66.0 48.5 64.2 15.7 TURNBERRY RESERVE RESIDENCE 
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EB08 REB08-015 1 B 66.0 48.5 66.0 17.5 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-016 1 B 66.0 48.5 67.2 18.7 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-017 1 B 66.0 48.5 67.5 19.0 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-018 1 B 66.0 48.5 67.3 18.8 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-019 4 B 66.0 48.5 67.7 19.2 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-020 3 B 66.0 48.5 67.7 19.2 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-021 1 B 66.0 48.5 68.1 19.6 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-022 1 B 66.0 48.5 67.1 18.6 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-023 1 B 66.0 48.5 65.9 17.4 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-024 1 B 66.0 48.5 64.3 15.8 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-025 1 B 66.0 48.5 62.3 13.8 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-026 1 B 66.0 48.5 60.9 12.4 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-027 1 B 66.0 48.5 59.0 10.5 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-038 2 B 66.0 48.5 59.1 10.6 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-039 1 B 66.0 48.5 59.5 11.0 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-040 3 B 66.0 48.5 64.3 15.8 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-041 3 B 66.0 48.5 64.4 15.9 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-042 1 B 66.0 48.5 60.8 12.3 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-043 1 B 66.0 48.5 58.5 10.0 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-045 1 B 66.0 48.5 64.2 15.7 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-046 2 B 66.0 48.5 62.0 13.5 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-047 1 B 66.0 48.5 59.5 11.0 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-048 1 B 66.0 48.5 57.7 9.2 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-050 1 B 66.0 48.5 64.8 16.3 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-051 3 B 66.0 48.5 61.5 13.0 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-052 1 B 66.0 48.5 60.7 12.2 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-053 3 B 66.0 48.5 59.1 10.6 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-056 1 B 66.0 48.5 63.9 15.4 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-057 1 B 66.0 48.5 61.6 13.1 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-058 5 B 66.0 48.5 59.2 10.7 TURNBERRY RESERVE RESIDENCE 
EB08 REB08-070 1 B 66.0 48.5 58.3 9.8 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-070.1 1 B 66.0 48.5 58.5 10.0 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-071 1 B 66.0 48.5 59.9 11.4 SPRING LAKE VILLAGE RESIDENCE 
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EB08 REB08-071.1 1 B 66.0 48.5 61.3 12.8 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-072 1 B 66.0 48.5 62.7 14.2 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-072.1 1 B 66.0 48.5 64.1 15.6 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-073 1 B 66.0 48.5 64.9 16.4 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-074 1 B 66.0 48.5 66.0 17.5 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-075 1 B 66.0 48.5 65.0 16.5 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-076 1 B 66.0 48.5 64.1 15.6 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-077 1 B 66.0 48.5 63.5 15.0 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-078 1 B 66.0 48.5 63.0 14.5 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-079 1 B 66.0 48.5 62.6 14.1 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-080 1 B 66.0 48.5 62.2 13.7 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-081 1 B 66.0 48.5 61.9 13.4 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-082 1 B 66.0 48.5 61.5 13.0 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-083 1 B 66.0 48.5 61.0 12.5 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-084 1 B 66.0 48.5 60.8 12.3 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-085 1 B 66.0 48.5 59.6 11.1 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-086 1 B 66.0 48.5 58.6 10.1 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-087 1 B 66.0 48.5 57.3 8.8 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-088 1 B 66.0 48.5 59.7 11.2 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-089 1 B 66.0 48.5 60.2 11.7 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-090 1 B 66.0 48.5 60.4 11.9 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-091 1 B 66.0 48.5 60.8 12.3 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-092 1 B 66.0 48.5 61.2 12.7 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-093 1 B 66.0 48.5 61.4 12.9 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-094 1 B 66.0 48.5 60.6 12.1 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-095 1 B 66.0 48.5 59.7 11.2 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-096 1 B 66.0 48.5 58.2 9.7 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-096.1 1 B 66.0 48.5 58.4 9.9 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-097 1 B 66.0 48.5 57.7 9.2 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-098 1 B 66.0 48.5 57.8 9.3 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-099 1 B 66.0 48.5 57.9 9.4 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-100 1 B 66.0 48.5 57.1 8.6 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-101 1 B 66.0 48.5 57.3 8.8 SPRING LAKE VILLAGE RESIDENCE 
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EB08 REB08-102 1 B 66.0 48.5 56.3 7.8 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-117 2 B 66.0 48.5 56.3 7.8 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-118 1 B 66.0 48.5 56.1 7.6 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-131 1 B 66.0 48.5 56.8 8.3 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-132 1 B 66.0 48.5 60.0 11.5 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-133 1 B 66.0 48.5 61.1 12.6 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-134 2 B 66.0 48.5 61.3 12.8 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-135 3 B 66.0 48.5 61.3 12.8 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-136 6 B 66.0 48.5 60.7 12.2 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-137 3 B 66.0 48.5 59.3 10.8 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-138 1 B 66.0 48.5 59.1 10.6 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-139 1 B 66.0 48.5 55.6 7.1 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-140 1 B 66.0 48.5 53.0 4.5 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-141 2 B 66.0 48.5 58.4 9.9 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-142  2 B 66.0 48.5 58.7 10.2 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-143 2 B 66.0 48.5 56.5 8.0 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-144 1 B 66.0 48.5 59.2 10.7 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-145 2 B 66.0 48.5 59.5 11.0 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-146 3 B 66.0 48.5 59.8 11.3 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-147 2 B 66.0 48.5 59.4 10.9 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-148 1 B 66.0 48.5 57.2 8.7 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-151 1 B 66.0 48.5 56.4 7.9 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-152 3 B 66.0 48.5 57.2 8.7 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-153 5 B 66.0 48.5 54.3 5.8 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-154 4 B 66.0 48.5 54.7 6.2 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-155 1 B 66.0 48.5 55.4 6.9 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-156 1 B 66.0 48.5 55.5 7.0 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-157 1 B 66.0 48.5 53.0 4.5 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-158 1 B 66.0 48.5 56.1 7.6 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-159 1 B 66.0 48.5 56.5 8.0 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-160 2 B 66.0 48.5 56.8 8.3 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-161 3 B 66.0 48.5 57.0 8.5 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-162 1 B 66.0 48.5 56.8 8.3 SPRING LAKE VILLAGE RESIDENCE 
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EB08 REB08-169 1 B 66.0 48.5 54.1 5.6 SPRING LAKE VILLAGE RESIDENCE 
EB08 REB08-180 1 B 66.0 48.5 58.7 10.2 MORNINGSIDE RESIDENCE 
EB08 REB08-181 1 B 66.0 48.5 58.6 10.1 MORNINGSIDE RESIDENCE 
EB08 REB08-182 3 B 66.0 48.5 58.3 9.8 MORNINGSIDE RESIDENCE 
EB08 REB08-183 5 B 66.0 48.5 58.7 10.2 MORNINGSIDE RESIDENCE 
EB08 REB08-184 5 B 66.0 48.5 57.0 8.5 MORNINGSIDE RESIDENCE 
EB08 REB08-185 7 B 66.0 48.5 57.8 9.3 MORNINGSIDE RESIDENCE 
EB08 REB08-186 6 B 66.0 48.5 57.8 9.3 MORNINGSIDE RESIDENCE 
EB08 REB08-187 1 B 66.0 48.5 56.5 8.0 MORNINGSIDE RESIDENCE 
EB08 REB08-188 1 B 66.0 48.5 52.7 4.2 MORNINGSIDE RESIDENCE 
EB08 REB08-189 1 B 66.0 48.5 52.4 3.9 MORNINGSIDE RESIDENCE 
EB08 REB08-190 4 B 66.0 48.5 52.6 4.1 MORNINGSIDE RESIDENCE 
EB08 REB08-191 7 B 66.0 48.5 52.9 4.4 MORNINGSIDE RESIDENCE 
EB08 REB08-192 5 B 66.0 48.5 53.8 5.3 MORNINGSIDE RESIDENCE 
EB08 REB08-193 2 B 66.0 48.5 54.4 5.9 MORNINGSIDE RESIDENCE 
EB08 REB08-194 1 B 66.0 48.5 54.7 6.2 MORNINGSIDE RESIDENCE 
EB08 REB08-195 1 B 66.0 48.5 55.9 7.4 MORNINGSIDE RESIDENCE 
EB08 REB08-196 1 B 66.0 48.5 55.6 7.1 MORNINGSIDE RESIDENCE 
EB08 REB08-197 1 B 66.0 48.5 57.3 8.8 MORNINGSIDE RESIDENCE 
EB08 REB08-198 1 B 66.0 48.5 57.9 9.4 MORNINGSIDE RESIDENCE 
EB08 REB08-199 1 B 66.0 48.5 56.5 8.0 MORNINGSIDE RESIDENCE 
EB08 REB08-200 1 B 66.0 48.5 55.0 6.5 MORNINGSIDE RESIDENCE 
EB08 REB08-201 1 B 66.0 48.5 54.0 5.5 MORNINGSIDE RESIDENCE 
EB08 REB08-207 1 B 66.0 48.5 53.5 5.0 MORNINGSIDE RESIDENCE 
EB08 REB08-208 1 B 66.0 48.5 55.2 6.7 MORNINGSIDE RESIDENCE 
EB08 REB08-209 1 B 66.0 48.5 56.1 7.6 MORNINGSIDE RESIDENCE 
EB08 REB08-210 1 B 66.0 48.5 53.7 5.2 MORNINGSIDE RESIDENCE 
EB08 REB08-212 1 B 66.0 48.5 53.2 4.7 MORNINGSIDE RESIDENCE 
EB08 REB08-217 1 B 66.0 48.5 51.2 2.7 MORNINGSIDE RESIDENCE 
EB08 REB08-218 3 B 66.0 48.5 52.6 4.1 MORNINGSIDE RESIDENCE 
EB08 REB08-219 5 B 66.0 48.5 51.1 2.6 MORNINGSIDE RESIDENCE 
EB08 REB08-220 4 B 66.0 48.5 50.1 1.6 MORNINGSIDE RESIDENCE 
EB08 REB08-221 4 B 66.0 48.5 50.0 1.5 MORNINGSIDE RESIDENCE 
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EB08 REB08-222 3 B 66.0 48.5 49.8 1.3 MORNINGSIDE RESIDENCE 
EB08 REB08-223 1 B 66.0 48.5 50.8 2.3 MORNINGSIDE RESIDENCE 
EB08 REB08-224 1 B 66.0 48.5 48.9 0.4 MORNINGSIDE RESIDENCE 
EB08 REB08-235 1 B 66.0 48.5 53.9 5.4 MORNINGSIDE RESIDENCE 
EB08 REB08-236 1 B 66.0 48.5 53.9 5.4 MORNINGSIDE RESIDENCE 
EB08 REB08-237 1 B 66.0 48.5 56.3 7.8 MORNINGSIDE RESIDENCE 
EB08 REB08-238 1 B 66.0 48.5 53.1 4.6 MORNINGSIDE RESIDENCE 
EB08 REB08-239 1 B 66.0 48.5 50.6 2.1 MORNINGSIDE RESIDENCE 
EB08 REB08-240 1 B 66.0 48.5 49.1 0.6 MORNINGSIDE RESIDENCE 
EB08 REB08-255 1 B 66.0 48.5 50.4 1.9 MORNINGSIDE RESIDENCE 
EB08 REB08-256 1 B 66.0 48.5 49.0 0.5 MORNINGSIDE RESIDENCE 
EB08 REB08-265 1 B 66.0 48.5 49.5 1.0 MORNINGSIDE RESIDENCE 
EB08 REB08-266 1 B 66.0 48.5 53.6 5.1 MORNINGSIDE RESIDENCE 
EB08 REB08-269 1 B 66.0 48.5 58.2 9.7 MORNINGSIDE RESIDENCE 
EB08 REB08-271 1 B 66.0 48.5 53.7 5.2 MORNINGSIDE RESIDENCE 
EB08 REB08-272 1 B 66.0 48.5 51.1 2.6 MORNINGSIDE RESIDENCE 
EB08 REB08-273 1 B 66.0 48.5 50.8 2.3 MORNINGSIDE RESIDENCE 
EB08 REB08-274 1 B 66.0 48.5 49.7 1.2 MORNINGSIDE RESIDENCE 
EB08 REB08-278 1 B 66.0 49.5 49.7 0.2 MORNINGSIDE RESIDENCE 
EB08 REB08-279 1 B 66.0 49.5 51.0 1.5 MORNINGSIDE RESIDENCE 
EB08 REB08-280 1 B 66.0 49.5 54.9 5.4 MORNINGSIDE RESIDENCE 
EB08 REB08-281 1 B 66.0 49.5 53.5 4.0 MORNINGSIDE RESIDENCE 
EB08 REB08-282 1 B 66.0 49.5 49.9 0.4 MORNINGSIDE RESIDENCE 
EB08 REB08-284 1 B 66.0 49.5 53.3 3.8 MORNINGSIDE RESIDENCE 
EB08 REB08-285 1 B 66.0 49.5 54.5 5.0 MORNINGSIDE RESIDENCE 
EB08 REB08-286 1 B 66.0 49.5 54.9 5.4 MORNINGSIDE RESIDENCE 
EB08 REB08-287 1 B 66.0 49.5 55.7 6.2 MORNINGSIDE RESIDENCE 
EB08 REB08-288 1 B 66.0 49.5 56.8 7.3 MORNINGSIDE RESIDENCE 
EB08 REB08-289 1 B 66.0 50.8 57.0 6.2 MORNINGSIDE RESIDENCE 
EB08 REB08-290 1 B 66.0 52.9 57.9 5.0 MORNINGSIDE RESIDENCE 
EB08 REB08-291 1 B 66.0 51.7 55.8 4.1 MORNINGSIDE RESIDENCE 
EB08 NEB08-292 1 C 66.0 56.3 59.3 3.0 IGLESIA CRISTIANA LUZ DE SALVACION 
EB08 REB08-294 1 B 66.0 54.3 57.6 3.3 MORNINGSIDE RESIDENCE 
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Noise Study 
Area 

(NSA) 
Receptor Name No. of 

Units NAC 
FDOT 

Criterion 
(dB(A)) 

Final Design 
2024 Existing 

LAeq1h  
(dB(A)) 

Final Design 
2045 Build  

LAeq1h 
(dB(A)) 

Final Design 
Noise Level 

Change 
from 

Existing 
(dB(A)) 

Description 

                  
XXX##-### Impacted Receptor               

                  
EB08 REB08-295 1 B 66.0 49.5 50.6 1.1 MORNINGSIDE RESIDENCE 
EB08 REB08-296 1 B 66.0 49.5 51.1 1.6 MORNINGSIDE RESIDENCE 
EB08 REB08-297 1 B 66.0 49.5 51.1 1.6 MORNINGSIDE RESIDENCE 
EB08 REB08-319 1 B 66.0 49.5 52.0 2.5 MORNINGSIDE RESIDENCE 
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